
Frame Your Message With  
Our Graphic Banner Hangers
Give your graphics a stylish appearance and increase their visual appeal with our E-Z™ Banner Hanging Systems. Match our 
banner hanger with the best sign substrate for your project.

E-Z Elliptical Aluminum Banner Hanger
• Grip capacity of .187" (3/16") perfect for Fome-Cor®

• Requires additional Insert for thinner materials (see below)
• Requires 2 E-Z Elliptical Banner Hanger Clips (A)
• Add 2 E-Z Elliptical Banner End Caps for finished look
•  Measures 1 x .75 inches (2.5 x 1.9cm)
• Available in 24-inch (61cm), 36-inch (91.4cm),  

and 48-inch (121.9cm) lengths

E-Z Snap Insert
• Holds materials up to .040 inch thick (1.0mm)
• Made from clear PVC
• Stop-rail keeps sign away from closing hinge 
• Integrated plastic fins securely grip sign material
• Measures .7 x .4 inches (1.8 x 1.0cm)
•  Available in 24-inch (61cm), 36-inch (91.4cm),  

and 48-inch (121.9cm) lengths

E-Z Grip 3-Inch Inserts (Standard or Heavy-Duty)
• Requires a minimum of 2 pieces (depending on length)  

for use with E-Z Elliptical Aluminum Banner Hanger
• Standard inserts hold materials  

up to .080-inch thick (2mm)
• Heavy-duty inserts hold materials  

from .125 to .187-inch thick (3.2mm to 4.7mm)
• Measures .48 x .46 inches (1.2 x 1.1cm)

E-Z Graphic Ratchet Fastener
• Slides into E-Z Elliptical Aluminum Banner Hanger
• Holds materials up to .187" inches thick (3/16") (4.8mm)
• Insert through material using pre-punched  

.25-inch diameter hole (1/4") (6.4mm) 
• Complete assembly requires 2 pieces
• Packaged 50 per bag

E-Z Elliptical Banner Hanger End Cap
• Insert into open ends of E-Z Elliptical  

Aluminum Banner Hanger for a finished look
• Made from black nylon
• Complete assembly requires 2 pieces
• Packaged two per bag

E-Z Elliptical Plastic Banner Hanger
• Secure friction-fit for materials up to  

.080 inches thick (2mm)
• Requires 2 E-Z Elliptical Banner Hanger Clips (A) 
• Made from clear PVC
•  Measures .88 x .63 inches (2.2 x 1.6cm)
•  Available in 22-inch (55.9cm), 24-inch (61cm),  

36-inch (91.4cm), and 48-inch (121.9cm) lengths

E-Z Elliptical Snap and Grip 
Plastic Banner Hanger

• Grips material up to .060 inches thick (1.5mm)
• Snaps open/snaps shut with integrated plastic fins  

to securely grip sign material
• Requires 2 E-Z Snap and Grip Banner Hanger Clips (B) 
•  Available in 22-inch (55.9cm), 24-inch (61cm),  

36-inch (91.4cm), and 48-inch (121.9cm) lengths

E-Z Snap and Grip Banner Hanger
• Grips material up to .040 inches thick (1.0mm)
• Snaps open/snaps shut with integrated plastic fins  

to securely grip sign material
• Requires 2 E-Z Snap and Grip Banner Hanger Clips (B) 
• Made from clear PVC
•  Available in 22-inch (55.9cm), 24-inch (61cm),  

36-inch (91.4cm), and 48-inch (121.9cm) lengths

E-Z Banner Hanger Clips
• Slides into top channel of E-Z Banner Hangers  

to provide a hanging point 
A) E-Z Elliptical Aluminum Banner Hanger Clip 
 Available in black (nylon) or clear (polycarbonate) 
B) E-Z Snap and Grip Banner Hanger Clip 
 Available in clear (polycarbonate)

• Packaged two per bag to complete assembly

E-Z Elliptical Aluminum Banner Hanger Joiner
• Combine two E-Z Elliptical Banner Hangers  

for longer banners or displays
• Made from black nylon
• Measures 1.25 inches with a  

.68-inch wide center hanging clip
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Thickness2
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Uncoated Paper Stock

60# Text (Copy Paper) .0035" .0123

70# – 100# Text .0045-.006" .0224 • • • • •
65# Cover .0065" .036 • • • • • •
80# – 100# Cover .007"-.012" .045-.055 • • • • • •
Coated Paper Stock

7pt–14pt C1S/C2S .007"-.015" • • • • •
16-24pt C1S/C2S .025" • • • • • •
48pt C1S/C2S .047" • • •
Plastic Stock

10mil Rigid  Vinyl .010" .564 • • • • • •
13oz–18oz  Vinyl .016" .81 • • • • • •
20mil Styrene .025" 1.29 • • • • • •
30mil Styrene .036" 1.693 • • • • • •
40mil Styrene .042" 2.26 • • • • •
3mm Sintra .117" .438 •
Corrugated Stock

B-flute Corrugated .118" •
4mm Coroplast .150" 150 •
3/16" Fome-Cor® .191" .20 • •
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Match the Perfect Product with Your Display Material or Substrate

1.  See reverse side for full images of products, descriptions, and capacities.
2.  In addition to thickness, the slickness of the paper surface may reduce the gripping efficiency of the banner hanger.
3.  Paper weights are for reference only. Similar grades between mills vary slightly in caliper. Check your paper with samples of our product to ensure compatibility.


